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1. INTRODUCTION 


The Starford-SLAC Video Graphics Terminal ("VG6T") is an 
experimental computer terminal which is intend2d to provide 
low cost, high quality graphics and ovrogrammable text 
processing by taking advantage of the latest memory and 
microprocesscr technology. The basic characteristics of the 
terminal and an overview of the internal organization have 
already been described in [1], and the reader is encouraged 
to have read that document before proceeding. This 
technical memo is a more detailed description of the 
prototype that has been constructed; logic drawings and 
program Listings are included as appendices. 


This is NOT intended to be the instruction manual for 
the assembly of a "VGT kit", Information as detailed as 
logic drawings and program listings have been included only 
to serve as an example of one approach to the implementation 


of such a device. No particular care has been taken to 
ensure that the information contained harein is entirely 
comple+?, corsistent, or correct. Any attempt to 


mechanically reconstruct the VST using this information and 
without a thorough understanding of the entire device is 
most vigorously discouraged. 


One important reason for such advice is that there are 
better ways of implementing many of the id2as incorporated 
in the design, There would be many things I would change in 
the rext version of the YST; partly because of gained 
experience and partly because even in the short time between 
the desian and construction of the VGT prototype (Fall 1975) 
and now (Spring 197€) the fast-moving Ic technology has 
changed enough to affect some decisions made in the course 
of the design. "No design is so complete, that a redesign 
cantt improve it." [2]. 
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2. FUNCTIONAL OVERVIEW 


© 


The display davice for the vGT is a standard 525-line 
television monitor which accepts a single composite sync and 
video signal. A fully interlaced display of 482 lines is 
generated, and to mininize visible flicker a 
long-persistence P39 or p40 phosphor is recommended, On 
each of the 462 visible caster lines there are 648 dot 
positions which can be bright or dark. The ratio of 648 to 
482 is approximately the same as the 4 to 3 aspect ratio of 
most monitors, so the dot density is the same in both 
coordinate directions (i.e. a 10-dot by 10-iot box is a 
square). - 

Tha VGT Operates in either of two modes: "TEXT MODE* 
for text-only displays, and "GRAPHICS MODE" for displays 
with both text and graphics. The entire screen is always in 
one mode or the otber, and the mode can be changed by the 
local microprecessor at any time in response to keyboard or 
remote computer commands. 


The main storace medium in the VGT is a 48K byte random 
access memory whose use depends on the operating mode. In 
GPAPHICS rode each of the 2122736 (482 x 648) bits visible on 
orn the screen is reprasented as a single bit in the RAM. 
The local rmicroprocassor (hersafter called the "CPU") can 
therefore create, erase or modify graphic images by changing 
the contents cf a segment of its memory. The software 
currently imvlemented simulates the Tektronix 4910-series 
terminals [7] and draws vectors and points in response to 
commands which are received from the serial interface. 


In TEXT mede each byte in the EAF is taken to be the 
ASCII code for 2 character and completely specifies the 
pattern to be displayed in a small rectangle on the § screen, 
Fach character position is eight bits wide, so &1 characters 
are displayed in e single row. The character height can be 
selected to he 13 raster lines (which allows 37 character 
rows on the screen) or 16 raster lines (which allows 30 
character rows on the screen), The standard 128 ASCII 
characters are predefined by a standard BOM with a 7 by 9 
dot matrix, which is positioned within the & by 13 
rectangie. There is a memory (separate from the 48K byte 
display memory) which can b2 loaded with up to 256 arbitrary 
character vatterns. Fach such character can be as Large as 
8 by 16 dots. 


The Internals of the VGT - | - 


Much less memory is used in TEXT mode to display a 
‘Single screenful of information than is used in GRAPHICS 
mode, {For 13-line characters, only 37 x 81 = 2997 
segential bytes in memory are used). The rest of the memory 
is used to save text which is not currently being displayed. 
At the start of each frame the CPU can specify both the 
character at which +th2 display is to start and the raster 
line within that character which ‘is to appear at the top of 
the screen. Ey changing those values every few frames, the 
image can he made to scroll at a rate which is controlled: by 
the CPU. Instantaneous changes of displayed text can also 
be made by moving the @isplay to another section of memory. 
Th normal use as a computer terminal, text is made to appear 
at the bottom of the scraen, existing lines are scolled up 
one position, and the top line disappeers from the screen. 
Kevboard commards are used to scroll] the text at 
user-selectable rates, or to move to other sections of text. 


Devices for communication with the external world 
consist primarily of a keyboard and a serial interface 
conforming to PS232¢ specifications [3]. Other devices 
include an A/D converter for javstick or handheld mouse 
input, a Versatec printer interface, and a special rotating 
control for scrolling. 


3. THE HAPDWARE 


3A. General Organization 


Figure 21 of Appendix A is an cverview of the hardware 
organizaticr of the YCT. The terminal may be considered to 
be a combination of two asynchronous seni-independent 
processors sharing a large common memory. The control 
processor, which is an INTEL 8980A microprocessor, has the 
responsibility for managing the contents of the large memory 
which contains the text and graphics information, and for 
communicating with the outside world, The display 
processor, which is & collection of counting registers and 
random logic, is concerned with maintaining the image on the 
raster-scan TV monitor by using the data in the memory and, 
possibly, one of the two character generators. 


The control processor is a conventional microprocessor 
system consisting of a 16-bit address bus and an 8-bit 
bidirectional fata bus. The PPOM program memories and a 
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small PAM for local variables {called the "Local RAM") can 
be accessed only by the CPU and are connected directly to 
the CP! busses. Similarly the 1/0 devices (keyboard, USART 
for Serial communication, and A/? converter) are connected 
directly to the CP-data bus in the obvious way. 


The FAM used for the display (the “large RAM") consists 
of WRK 8-bit bytes of 22-pin 4K dynamic RAMS (INTEL 2107A-4 
or equivalent). Since the microprocessor is the only source 
of data for the lara? FAM, the data inputs are connected 
directly +o the Cou data bus. The output of the PAM can 
also be directed hack to that bus when the CPU wishes to 
read from that section of its address space. Ahother 
possible destination for the PAM data is an 8-bit 
parallei-load shift register which is used in graph mode for 
directly displaying the memory data bits as dots on the 
video image. 


When the terminal is in text mode, the data from the 
large FAM must be used as the address of a particular 
character in one of the character qenerators. The output of 
the character generator is then loaded into another parallel 
load shift register and serially transmitted to the TV 
monitor. The data from tha large PAM is only part of the 
address for the character qenerator; the other part - the 
identification of the line within the character which is to 
be displayed - is supplied by the four-bit "character row 
counter", 


Both the standard (ROM) character generator and the 
writable (FAM) character generator are accessible by the CPU 
as a part of its address space. For that purpose, tha CPU 
address bus can he multiplexed as the address of the 
character generator instead of the combination of large RAS 
output and character row counter. The data output from the 
character generators can then be multiplexed and enabled 
onto the CPI data bus. 


The address for the large FAM can come either from the 
CPy address bus, or from a two-level bank of 16-bit counters 
maintained by «he display vrocessor. The initial address 
for the counters is specified from the cCPY by an output 
imsruction before the start of each displayed frame, In 
araph mode both counters are simoly increment2d together for 
each byte used for the display. Th text mode the top 
counter ("row address counter") ais used to maintain the 
address of the first character of the row being displayed, 
and the bhottom counter ("character address counter") is 
incremented as each character is being displayed. At the 
end of the displaved line, the character address counter is 
reloaded from the row address counter so that the fext 
raster line of the character row can be displayed. On the 
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last raster line of the character row, both counters are 
incremented so that the next row of characters from the RAM 
Will be outpu+, , 


c 


3B. The CPU 


Figure A2 is the heart of the control processor. The 
CPU proper consists of the standard triumvirate - 800A 
Microprocessor, 3224 Clock Generator, and 8228 Systen 
Controller. The address bus is buffered for higher drive 
capability bv 78367 hex buffers {equivalent +o 8097, 8T97). 
The -~IO% and ~ITOW signals are used to enahle one of 8 input 
ports or one of 16 output ports for Ivo instructions. 


The 8228 version of the System Controller has a defect 
(which may be eliminated by the newer 8223 version) which 
requires that MEMW or I9W cycles be anticipated so that the 
ready-line computation can be done early enough. Since the 
CPU cannot always get immediate access to the large FAM, the 
anticipated access causes a flipflop to be set which 
withholds the readv siaqnal from the cry , and it is reset 
only after the CPU has heen granted its memory cycle (end of 
~aCPY CE signal). 


The Svstem controller is programmed (using the INTA pin 
as an input) so that it will automatically supply a PST 7 
instruction in response to interrupts. There are threa 
possible interrupts: end-of<-frame, USART receiver buffer 
full, and USAT tranmitter buffer empty. The end-of-frane 
interruot occurs at the start of the vertical retrace, and 
must be reset by an output signal from the PU. The USAPRT 
receiver buffer full interrupt is cleared hv reading the 
received character. The NWSART transmitter buffer empty 
interrupt is buffered by a flipflon ceo that the CPU can 
acknowledge and turn off the interrupt without initiating 
another character transmission. 


3C. The Display Processor 


The top part-of Fignre A3 contains the addressing logic 
for the large RAM. The two rows of 74197 four-bit counters 
are th2 row- and character-address counters used by the 
display processor to maintain the address of the character 
or byta to be displayed. The 7483 four-bit adder is a 
mechanism to allow the display processor to wraparound to a 
non-zero address after displaving the last byte (at X'FFFF') 
in mamorv, s0 that continuous scrolling can be verformed. 
The position to which it wraps can be selected hy wiring the 
"A" inputs of the adder; as drawn it wraps +0 location 
Y'4H00! se that the 1924 bytes at the beginning of the large 
RAM can be usec by the CPU for non-displav data. 
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The access time of the dynamic RAMs must be less’ than 
the display time for 8 bits of video information, which is 
€509 ns. The design allows, however, for the cycle time 
(access time ovlus minimum chip-enable off time) to be 
greater than 650 ns by having two-way interleaved access, 
that is, the low-order address bit is used to select a 
particular row of ICs rather than a byte within a given row. 
By doing so it is guaranteed that no two consecutive 
accesses will ba made to the same IC. 


The large PAM is organized as three blocks of 16K bytes 
each, and each hlock {corresponding to a single Pc board in 
the prototype) consists of four rows of eight ICs. The 
selection loqic for each block {see FPigure A®) has the 
property that a3ll the ICs in a single block can be 
chip-enabled ~~ fand hence refreshed) without being 
chip-selected. Since the display processor makes sequential 
accesses +o consecutive memory locations for each raster 
line being displayed, the need to refresh the dynamic RAMs 


can be satisfied with very little extra hardware. The 
tnterleaving of memory addresses is constructed so that 
adjacent memory locations are in different blocks. To 


refresh all th2 ICs, then, it is only necessary to entirely 
chip~enable the block currently being addressed and the 
segment which is not involved in the interleaved addresses. 
The signals which enable the segment refresh are called "Bn 
PEFR" and eccttr at the and of each character row (every 
sixth or seventh raster Line). 


The hottom half of figure A3 contains three subparts 
concerned with the access of the CEU to memory: (1) the 
address-space decoder for the various memories to which the 
CP has access, (2) the conflict resolution logic which 
prevents simultaneous accass to the large RAM by both the 
Cpu and the display processor, and (3) the timing chain 
which generates timing signals for CPU access3s to the large 
RAM. The CPU timing for the large PAM differs from that of 
the display processor since it may be a write cycle and 
hence be Jonger than 659 ns. 


Note that ~he conflict resolution logic can be in 
either of two modes, selectable by the CPU. In normal or 
non-"quickmode", the CPU 4s allowed access to the RAM only 
during horizontal or vertical retrace, so that the display 
processor is never prevented from retrieving data needed for 
the display. In “auickmode" (used, for example, for rapidly 
clearing all 48% bytes) the CU is allowed access at the end 
of any display-processor RAM cycle, which causes the display 
to get incorrect data for at least one display cycle 
(€50ns). Tf done repeatedly with the screen not blanked, 
the interference appears as "snow" covering the displayed 
image. 
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3D. Character Senarators 


<Figure AY describes the path of data from the large RAM 
to the video monitor. In text mode, the most significant 
bit of the hyte read is used to select a character 
generator, and the other seven bits are used as the most 
significant bits of the address to the generator, i.e. the 
address of the character bit mask. (for this purpose the 4K 
bytes of static writable character generator memory can be 
considered to be two 128-charactear generators}. The 
low-order address to the character generator (the address of 
the line within ¢he character to be displayed) is provided 
by the four-bit 74161 counter. This counter, which can be 
preloaded by the CPU during vertical retrace, either counts 
to thirteer cr’ sixteen depending on the "“15-line mode" 
signal set by the CPU. It also accounts for the fact that 
the video display is fully interleaved so that only half the 
raster lines of each character row are displaved during each 
frame. For example, if the lines of a character are 
numbered from 1 tc 13, the following sequence of addresses 
are generated hv the character row counter: 


First Frame Second Frame 
4 2 

3 & 7 
5 6 
7 8 
se] 10 
11 12 
42 1 
2 3 
u 5 
6 ' 7 
8 g 
10 11 
12 43 
1 2 

(étc.} 


Note that the counter alternately divides by six and 
seven. The CPY preloads the counter jJuring vartical retrace 
+o «specify the starting line; this "defines" the frame for 
the current display as w2ll as allowing the entire display 
to be shifted hy any numbar of raster lines compared to a 
previous frame. 


The Internals of the VGT - 9 = 


The visible part of the raster line on a standard w.S. 
525-line “VY monitor is displayed in 652.3 microseconds. 
Since 81 characters are to he displayed on sach raster line, 
@onew character must be provided to the shift registers 
everv 652 nanoseconds. Since the data to be displayed must 
he extracted From the large RAM {4850 ns eccass time) and 
perhaps used as an index inte a character generator (500 ns 
access time) Some form of pipelining is requirad to maintain 
a steady flow of characters for the video disvlav. During 
the time that a raster line is being generated there are 
thr2e characters simulataneously being processed: (1) the 
bit mask for the character currently being displaved is in 
the B-hit parallel-load shift register and is heing serially 
shifted into the video strean, (2) the character +o be 
displayed next is latched in the FAM output latch and is 
propadatino through a character qererator, and (3) the 
address of the next character has been latched into the 
address latches of the EAM and is being fetched. 


The serial data from the shift registers is multiplexed 
into the viceo Cata stream by the 74152 aultiplexor. In 
GRAPH mode, th sourc® is always the shift reaqister which 
was loaded directly from th2 RAM data latch. In TEXT mode, 
however, either th: shift register attached to the POM 
character generator or +ha shift register attached to the 
PAM character generator supplies the data, dapending on the 
high-order bit of the oridinal character and the "NO POM 
CHAPS" sianal se+ by the CPU. Since the decisicn is made at 
the second level of the oipeline but used at the third 
level, the result must be propagated with the pipelined 
data; it is the function of the 7474 Delatch whose output 
controls the A input of the bit-stream multiplexcr to record 
the decision made one cycle earlier. 


The 4K FAMS used for the writable character generator 
(EMM SEMT 4200) have static data storage but, unlike the ROM 
character generator, dynamic addressing logic. For that 
reason the chip-tnable signal used by the large RAM ("VID 
CE") is used to derive chip-select for the 4K PAMs, and the 
JK flipfloe is used +o cuaranten that CPO acczseses to the WK 
FAMS will also okey the requirements for minimum chip-select 
recovery +ime, 


ure A5 shows the logic necessary to qenerate the 
timing signals in the VGT, and Figure &A6 displays the 
waveforms for a typical rastar line (*H=eTIMING") and, at 
larger scale, for even and odd video frames ("V-TIMING"). 
The source for almost all timing signals is the 18.4275 MHz 
crystal which is used with the 8224 CPU Clock Generator to 
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provide a master clock frequency. The Clock Generator 
divides the master clock by 9, producing a 2.0875 MHz clock 
which is used both by the CTU and by the TV Sync Generator 
{National MM5220). The master clock is also multiplied by 2 
(using a delayed input to an exclusive-oF gate) and divided 
by 3 to produce a 12.285 MHz bit clock. The fact that 648 
bit clock vulses fit precisely intc the non-blanked part of 
the raster line as defined by the Syne Generator is the 
reason that there are 81 character positions per line. 


In addition to providing the composite sync used for 
the TV monitor ("4SYNC"), the Sync Genarator provides 
HDRIVE, VDEIVE, and BLANK used to derive other needed 
control signals. VTIMF is the time during which the screen 
is blanked for vertical retrace, PICTURE TIME is the time 
during which information is being displaved, and excludes 
VIIME as well as the time for the half-raster line at the 
top of the screen during every other frame. PHDRIVE is the 
HDRIVE signal that occurs only when information is being 
displayed. 


In order to begin displaying valid data at the start of 
a raster line, the first two positions of the pipeline smust 
be prefilled during the last part of the horizontal retrace 
time, This prefetch of two characters is started when 
HDRIVE ends during horizontal retrace, and the "PIPE FILL" 
flipflop is used to record comvietion of the pipeline 
filling. No more bit clocks are generated from then until 
the display is unblanked, at which tire normal operation of 
the pipeline occurs until the next HDPIvVE. The last two 
characters fetched (the 82nd and 83rd) are never cisplayed. 


nh GEAPH mode the individual data bits displayed must 
exactly fill the character space, so the normal BIT CLOCK is 
used as +he shift register clock. However in TEYT mode a 
more pleasing character preportion is obtained hy shifting 
the data bits somewhat faster than the normal bit rate, 
which results in narrower characters and a larger space 
between them, A free-running RC oscillator formed from NAND 
gates and synchronized with the BIT CLOCK at the left edge 
of the character space provides the faster clock 
{approximately 16 MHz). 


€. 


3F. Serial I/o and Status Logic 


Fiqgure A? contains various CPU peripheral devices, Two 
fFour-bit latches are used for the miscellaneous mode-setting 
signals over which the CP! has control. Note that the CPU 
cannot read the state of the latches and must maintain an 
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internal copy in order to be able to make single-bit 
changes. The 78367 hex buffers are used to put keyboard and 
interruot status data onto the CPU data bus when requested. 
The keyboard is not latched and does not cause interrupts 
Since the CPU can conveniently poll it at the 60 Az frame 
rate. In order to prevent race conditions from the keyboard 
strobe signal, a flipflop is used to record changes in the 
strobe which occur between poll intervals. 


The tranmitter and receiver clock to the USAPT can each 
be supplied either from the lecal baud rate generator or 
from the external world via the RS232 connector; the 
decision is made by two CPU mode control bits. The baud 
rate generator is the COM5916 £4] which contains a four-bit 
latch for e¢ach clock and generates its master frequency 
using an exernal 5.0688 MHz crystal. 


5G. The Large RAM 


Figure A8 contains the address, chip select, and chip 
enable drivers for the large RAM, There is one such circuit 
for each of the three memory boards. {Note that the drivers 
are INTEL 3210's, which have been discontinued and withdrawn 
from distributor stock). The ability to chip-select only 
one row while ee all foir is a requirement of the 
memory refreshing schema 


3H. Optional Bells and Whistles 


Figure A? is an example of an analog-to-~digital 
subsystem which might be used for joystick or handheld mouse 
control input. The AD7S70J3 A/D converter [5] is convenient 
in that it contains tri-state bus drivers and hence can be 
put directly onto the CPU data bus. The hus drivers are 
slow enough, however, to require that a wait cycle be added 
to the CPU input instruction. 


Figure A10 is an exampl2 of a parallel interface for 
external devices. The eight output data bits can he set by 
the CPU, and changes are indicated by a 1 microsecond clock 
pulse. The eight input bits can be strobed by an input 
clock, and are polled by the CPU. We have connected this 
interface to a Versatec Matrix Printer to get hardcopy in 
both TEXT and GRAPHICS mode. 
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THE SOFTWARE 


= 


The interface hetween the software and the hardware 
consists of two parts: the 48K byte RAM used for the 
display image, and the I/O ports. Figure A111 contains a 
list of the I/O ports defined by the hardware shown on the 
preceeding logic diagrams, and a map of the address space of 
the CPU. 


A complete listing of a version of the VGT software has 
been included on microfiche as Appendix C. The software is 
entirely written in assembler lanquage for the 8080. The 
assembler we use is one written at SLAC and the tnemonics 
and operand formats differ somewhat from what is normally 
used for the 8980. Documentation for the SLAC assembler is 
available from the Computation Fesearch Group [6], but the 
two-page summary in Appendix B should provide sufficient 
information for reading the program listing. 

The software is not a model of a carefully structured 
and constructed progran. 3¥ way of apology I offer the 
following excuses: (1) major sections of it ware written in 
very short time, (2) it is a direct descendent of the 
original VGT program which dictated the overall structure 
but did not anticipate the complexity of the problem, (3) a 
large part of the gravhics software was stolen from a 
qraphics program for the 8008 and therefore looks like silly 
code for an 8980, and (4%) parts of the code were written by 
two programmers. (After such an introduction he may have 
preferred anonymity, but Ed Frank's excellent contributions 
to the software should not go unacknowledged). The software 
works fairly well, however, and contains a number of very 
useful and somewhat sophisticated features. 


About the I/O definitions: The software in Appendix C 
is that which was running (at some point) in the prototype 
VGT. The I/O port numbers for the prototype differ from 
those shown on the logic diagrams, but the names should be 
sufficient to indicat?) the correct correspondence. 

t 

At power-up time, or when the console reset button is 
pressed, the CPU hegins execution at location zero. 
Hardware and software initialization is performed, which 
sets defaults for all local options. The display memory is 
cleared and a screen is displayed which contains the 
standard character set, information about the current 
software version, and a summary of local command functions. 
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After initialization, the program is logically divided 
into a foreground or interrupt-disabled section, anda 
background or interrupt-enabled section. Interrupts cause a 
CALL<« to location ¥'38* and mav orignate either from the 
USART serial interface or from the display processor 
indicating that a frame has been completed. After interrupt 
processing the backaround program is resumed. If there are 
no background tasks to do, the CPU executes the HALT {really 
a WATT FOR INTERRUPT) instruction. The pin on the CPU which 
indicates the WAIT state is used to drive a "CPU BUSY" LED 
on the front panel. 


The first responsibility of the CPU at frame-interrupt 
time is to load the hardware registers which control what is 
to be displayed for the next frame. In TEXT mode the 
address of the first character to be displayed and the top 
raster line of the first character row are loaded from the 
local RAM and output to the appropriate hardware registers. 
The values are stored into the local RAM as a result of 
scrolling commands or characters received from the USART. 
The top raster line used depends on whether an odd frame or 
an even frame is to be displayed, and the CPU reads the 
FRAMF status bit to make that determination, In GRAPHICS 
mode, the even raster lines and odd raster lines of the 
image nave been stored in separate parts of the large RAM, 
and the CF uses the FRAME bit to determine which is to be 
displayed. 


Since frame interrupts occur at exactly 1/60 second 
intervals, the CPU uses that interrupt for a variety of 
timing purposes. A real-time clock is maintained and can be 
displayed by keyboard command. The keyboard itself is 
interrogated only at frame interruvts. The cursor wink rate 
and the scrolling speeds are controlled by counters that are 
decremented at the time the frame interrupt cccurs. 


The COMMAND key is a keyboard shift key which is not 
part of the 77-bit ASCII code. When it is depressed the 
other keys are interpretéd to be local commands to the VGT 
software. Most of the COMMAND functions, such as text 
scrolling or changing the baud rate, are processed 
immediately, that is, during the frame interrupt at which 
they were first recognized. A few of the COMMANDS and all 
keys depressed without the COMMAND shift cause a character 
to be put in a buffer for processing by the background task. 


A USAPT interrupt can either indicats that a new 
character has been received or that the transmitter register 
has been emptied. New characters are put into the “receive 
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buffer" for later background processing. If the transmitter 
register is empty, the “transmit buffer" is checked for 
characters waiting to be sent; if. so another character 
transmission is initiated. 


The system for which th2 VGT was primarily developed is 
an IBY 370 running the text editor WYLBNR [8]. One of the 
more obnoxious aspects of almost all IBM-based terminal 
systems is that full duplex is not supported; you may type 
to the computer only when it is in a recaptive state, or 
else suffer loss of characters. On terminals which don't 
have mechanically lockable keyboards the terminal must be 
watched for the “prompt string" which indicates that you may 
type. To mitigate this difficulty the  VGT has a 
“type-ahead™ mod? in which it takes the responsiblity to 
insure that nothing is sent to the host computer in its 
non-receptive state. This is made possible since the line 
protocol implemented by the host system requires that such a 
state be started by a carriage return, control-D, or break 
signal from the terminal, and ended by a DC1 sent from the 
computer. 


The background processing task can be in either of two 
major states corresponding to TEXT mode and GRAPHICS mode. 
In TEXT mode characters are removed from the receive buffer 
and inserted into the large RAM at the cursor position. 
Editing characters (space, backspace, linefeed, carriaga 
return, horizontal tab and vertical tab) are used to 
position the cursor in the appropriate manner. If the 
cursor is on the screen and is about to be moved off the 
screen by such a positioning command, the display is 
scrolled (by changirg the local RAF variable that will be 
used bv the frame interrupt routine) so that the cursor 
remains on the screen. In the normal case that means that a 
linefeed which occurs on the last display line causes the 
text to scroll up one line. 


In GRAPHICS mode the VGT is the closest we could come 
to being a complete Tektronix 4013 simulator [7]. It enters 
GRAPHICS moda in response to an “erase page" command 
{ESC-FF) or a "start vector" command (GS), and the large RAM 
{except for the buffer space) is cleared. The RAM is now 
considered to be divided into two parts corresponding to the 
even and odd raster lines of the display. 


Within GRAPHICS mode there are two sub-modes: ALPHA 
mode for receivina text and VECTOR mode (called, 
unfortunately, GFAPH mode by Tektronix documentation) for 
drawing vectors. In ALPHA mode the characters to be 
displayed are used as an index into the character generator, 
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and the bit mask for the character is transferred into the 
large RAM at the cursor position, Cursor positioning 
characters act as in TEXT mode, except that the 4013 
two=column wraparound format is used instead of scrolling. 


In VECTOR mode the incoming ASCII characters are 
interpreted as the endpoints of vectors to be drawn on the 
screen according to the 4013 convention. The points of the 
vector to be drawn are computed (without multiplications ofr 
divisions} with an algorithm which may be represented as 
follows: , 


Let (PX,PY) be the current position. 
Let (X,Y) be the amount by which PX and PY is to change. 


Let INCX and INCY be procedure variables which can have 
the values '+PX', *-$px', '4+pyt, t-py! and which 
increment or decrement PX or PY. 


INCX:s='+Pxts 
INCYs='4Dy's 


IF X<O THEN [ Xss-X; INCX:='=PX'; ] "make X positive" 
IF Y<O THEN £ Yr=-Y¥; INCY:='-PY's: ] “make Y positive" 
=F Y>X THEN [ “make X not less thar Y" 
X,Y := Y,X3; “exchange deltas" 
INCX,INCY := INCY,INCX; “exchange directions" 
Dr=-X/2; “initialize pseudo-dividend" 
FOR Ns=1 to xf 
D:=D+tY3 
TF D>O THEN F "nearest Y is one larger" 
D:=D=X; 
INCY; 
J 
TNCX; 
PUTDOT AT (PXK,PY); 
] 


This procedure generates the dots which are closest to 
the ideal line connecting {(PxX,PY) and (PX+X,PY+Y). The 
actual implementation is somewhat optimized for small 
-weetors and will do large vectors in as many as four 
separate segments. . 
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EXTENSIONS 


Tha software whose listing is included in Appendix C is 
to be viewed as a preliminary version. The following list 
includes modifications we are certain to make in the future, 
as well as other ideas which are less certain to be 
implemented. 


1. The software is not yet aware of the wraparound 
hardware for display processor addressing, hence there is an 
annoving discontinuity in line scrolling at the memory 
boundarv. 


2. Tabs do not work for positiors greater than 80, or 
in graph mode. 


3. In this version thers is no software to loai the 
writable character set, or to enter characters into the 
memory with the most significant bit set. The standard 
ST/SO conventior for alternate character sets will he used. 


4“, Software which loads the character set will also be 
able to load programs into the same memory, which can then 
b2 executed locally. There will be interference with the 
displayed image in TEXT mode, but not in GRAPHICS mode. 
Here's your chance, SPACEWAR freaks! 


5. Macros are to be implemented, so that strings of 
text can be sent to the host computer with a single 
keystroke. The macros will be definable either locally or 
via host computer commmands. 


6. Some users have objected to the line scrolling 
while characters are being received because it moves the 
text too often for comfortable reading. There will be a 
page-scroll mode, wherein text is written starting at the 
top of the screen, and when it gets near the bottom a “page 
up" scroll command is executed. 


7. <A reverse horizontal tab is a nice way to avoid 
long waits with the hackspace key depressed. 


8. There should be an optional bell which sounds at a 
user-defined column‘ position during keyboard input, much 
Like on mechanical typewriters. 
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9. For the svstem with which we use the VGT, a reverse 
break from the remote computer causes charactars that have 
been sent to the computer since the last carriage return to 
be ignored. It would be delightful if the VGT were to 
automatically resend those characters when the message 
accompanying the break has heen sent. 


10. it is awkward that’ characters typed when the 
type-ahead feature is being used are not displayed until 
they are sent. One solution is to reserve a single line on 
the screen to be used for type-ahead text. A more 
sophisticated approach would display all typed but wunsent 
lines at the bottom of the display araa and separated from 
the text which is normally ihterleaved with computer 
responses. As the responses are received, the type~ahead 
text lines are noved up to the interleaved text area as they 
are sent. There should perhaps be two cursors on the 
screen, one for keyboard input and one for text sent from 
the computer. 
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APPENDIX B = SUMMARY OF ASSEMBLER FORMAT 


© 


Notation: Upper case letters must be written as shown. 
Lower case letters indicate variable fields to be 
substituted; see the KEY at the end. 
(xe¥,z} means x or yor z | 
(x ] means x is optional 


Opcode Operands Description 

LOD CEr sere Register-to-register loads 

LOD SP,HL . 

LODI r,data Load register from immediate data 
LODI r,addr, {<,>} 

.LODI.. rp!,addr... 

PUSH rp2 “Push onto stack pointed to by SP 
POP rp2 Pop from stack pointed to by SP 
LD A,gaddr Load A from wemory 

ST. A,gaddr ‘Store A into memory 

LD HL,addr Load HL from memory 

ST HL,addr Store HL into memory 

XCH HL, DE Exchange HL with DE 

XCH HL, (SP) Exchange HL with the top-of-stack 
opr r register-to-A arithmatic 

ADD HL,rp?t 16-bit addition to HL 

opri data Immediate data to A arithmetic 
opr addr, [<,>} 

ROT ropf ,n] Accumlator rotate/shift 

INC {r,rpt}f,n] Increment register or register pair 
DEC {c,rpt}{,n ] Decrement register or register pair 
JMP {cc, Jaddr Jump 

JMP (HL) f Jump indirect 

CALL {cc, Jaddr \ Cali subroutine 

RET [cc] Return from subroutine 

RST mn Pestart (CALL 8*m, O<mS7) 

| dev Input to A from I/O device 

OUT dev Output from A to I/0 device 

NOP {n] Null operation n times 

HLT Halt (actually Wait-for-Interrupt) 
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STC - 4 Set carry bit on 


CMC Complement carry bit 

CMA Complement A 

DAA “ Decimal adjust A 

ET Enable Interrupts 

DI Disable Interrupts 
KEY 

[rr one or more registers {[A,8,C,D,#,H,1L,M} 


LOD B,C wtmeans “load B from c"- 
LOD BC,HL is equivalent to LOD B,H then LOD C,L 
M represents the memory location pointed to by HL. 


r . one register {A,B,C,D,E,H,L,M} 
rpt a register pair [(BC,DE,HL,SP} 
rp2 one or more register pairs {BC,DE,HL,AF,PS#} 


separated by commas. {AF = PSW¥ = A reg and flags) 
PUSH BC,DE is equivalent to PUSH BC then PUSH DE 
Pop BC,DE is equivalent to PoP BC then POP DE 

data is an 88-bit constant or expression 

addr is a 16-bit constant or expression 

(<,>} is the character < if the high-order 8 bits of the 
address are to be used, or the character > if the 
low-order 8 bits of the address are to be used. 
Mnemonic: view them as left- or right-pointing arrows. 


gaddr a "generalized" address f{addr, (BC), (DE) , (HL) } 
opr an arithmetic operation 
{ADD, ADC,SUB,SBB,ANA,XRA,ORA, CMP} 


pop a rotate operation [R,L} for 8-bit rotates 
{RC,LC} for 9-bit rotates 


cc a condition code [CyNC,Z,NZ,EeM,NS,S,PEePO,U} 
(S=M=sign bit on, NS=P=sign bit off, U=unconditionally) 


n a positive integer exression or constant indicating 
how many such instructions should be generated. 


dev is an 8-bit I/O device number or expression. 
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